pr (GeV/e) —45<y<—35 35 <y<—25 15<y <25 25 <y <35

Bt

(2,4 441.1+25.8+36.0 735.7+ 45.6+ 78.7 831.1+ 548+ 69.8 571.3+30.8+36.6
(4, 7) 2449+12.5+19.1 5342+ 24.6+ 49.1 560.3+ 30.8+ 43.7 398.7+17.9£25.9
(7,12) 56.6t 4.2+ 5.0 1445+ 81+ 11.7 181.0+ 10.5+ 13.2 1245+ 7.0+ 8.2
(12,20) 73+ 1.2+ 09 207+ 21+ 1.7 423+ 35+ 3.0 18.6+ 2.2+ 1.3
( 2,20) 1971+ 69+ 162 3984+ 124+ 378 4590+ 156+ 358 3108+ 90+ 202
BO
(2, 4) 396.2+56.7+63.8 1020.8+136.8+213.3 898.0+144.6+130.2 645.9+70.4+£81.4
(4, 7 301.3+£25.6+41.0 5782+ 50.9+100.6 676.6+ 622+ 88.6 453.6+32.2£50.8
(7,12) 66.8+ 6.6+ 8.7 175.7+ 142+ 26.0 2378+ 19.7+ 29.7 154.8+11.14+16.9
(12,20) 71+ 1.6+ 1.0 308+ 3.7+ 4.3 375+ 44+ 44 29.0+ 3.3+ 3.2
( 2,20) 2086 + 142+ 298 4890+ 323+ 875 5332+ 357+ 693 3658 £ 183+ 417
y
(2, 4) 196.3+£35.7+33.4 2421+ 84.0+ 51.1 441.2+1024+ 80.7 276.1+43.6+£39.5
(4,7 106.8 £14.9+16.8 244.6+ 33.7+ 43.3 289.5+ 40.8+ 44.6 219.7+21.1+£29.0
(7,12) 357+ 44+ 54 85.6+ 9.2+ 13.6 1075+ 1194+ 14.7 487+ 5.7+ 64
(12,20) 1.6+ 0.6+ 0.2 6.7 14+ 1.1 83+ 19+ 1.1 59+ 14+ 08
( 2,20) 935+ 91+ 149 1658+ 194+ 293 2305+ 244+ 360 1480+ 111+ 198




